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Firmware update instructions for the Conceptronic C54PSERVU 

 
 

1. Make sure the ‘Print Server Manager’ from the CD-ROM is installed. 
If it is already installed, continue with step 3. 
If not, continue with step 2. 
 

2. Install the ‘Print Server Manager’ from the CD-ROM. Follow the onscreen instructions 
to install the utility. When the installation is finished, the ‘PrintServer Utilities’ will 
automatically start. You can cancel this window or you can follow the onscreen 
instructions to install the C54PSERVU. 
 

3. Start the ‘PrintServer Configuration’ from the Start menu. You can find the program 
under ‘All programs’ » ‘PrintServer Utilities’. 
 

4. Select the print server which you want to update on the left. 
 
Default name  : ‘C54PSERVU’ 
 

5. Click on the second button in the upper button bar, this button is called ‘Setup’. 
 

6. Double click on the ‘System’ icon in the middle of the window. 
 
Default password : ‘1234’ 
 

7. The ‘Setup’ window will pop up, click the ‘...’ button next to the ‘Update’ field to 
select the firmware file. 
 
Firmware file  : ‘C54PSERVU_FW_UPD_v4.2.22.bin’ 
 

8. When the firmware file is selected it will be shown in the ‘Update’ field. Press the 
‘Upgrade’ button on the right to start the upgrade process. 
 

9. When the upgrade process is completed, the message ‘Upgrade successful!’ is shown. 
Click on ‘OK’ to confirm. 
 

10. Press the ‘Save’ button on the bottom to close the ‘System’ window. 
 

11. Check the firmware version by double clicking the ‘General’ icon in the main window. 
The new firmware version should be ‘4.2.22’. Click on ‘Save’ and close the ‘Server 
Manager’ window. 
 

12. Your C54PSERVU is now fully updated and ready to use. 
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Conceptronic C54PSERVU Release Notes Firmware version 4.2.22 

 
V4.2.22 
 

• Added: 
- WEB upgrade check signature and firmware version from UPG Flash segment 
- WEB modify: Encryption items: WPA-NONE, WPA-PSK. 
- Skip MFP command. 
- Wireless status shows current setting of Encryption. 
- WPA-PSK AES Encryption option. 
- Site survey submit auto saves the mode (infrastructure/ad-hoc) and encryption type 

(None, WEP, WPA-TKIP, WPA_AES). 
- Recognize AP with Encryption WPA2-TKIP, WPA2-AES. 

 

• Fixed: 
- HP DeskJet 840C hanging with GetDeviceID when paper jams. 
- Avoid setting default to EPS mode when upgrade fails. 
- Setting default load F/W Version from UPG flash segment. 
- Idle issues  when connected to Samsung printers. 
- GUI: wireless status. 
- Ping assignment when packet size bigger than 64 bytes. 
- AP Router change channel or reboot (F5D7231-4, F5D9230-4, F5D7633-4) when issue a 

DE-authentications. 
- Site survey inconsistent. 
- Web upgrade using Firefox. 
- DHCP Client detection fails on some DHCP Servers. 
- Setting password for multi time will not prompt authentication again. 
- Reconnect when AP changes channel. 
- WEB setting AppleTalk to Enable/Disable. 
- Ad-Hoc mode WPA Encryption shows WPA-None. 
- Restore Default mask Diagnostic print out. 
- IPP request lack of port 631 cause HTTPD hand up. 
- AppleTalk print in Mac OS 9 and OS X. 
- AppleTalk print too slow. 

 
V3.2.22 
 

• Initial release. 


