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Firmware update instructions for the Conceptronic C54APRB2+
version V3.02B01T01.GE.20081120

1. Login to the C54APRB2+. The default settings are:

IP address : http://192.168.1.1
User name : admin
Password : admin

2. Click on ‘Tools’ in the top menu bar.
3. Click on ‘Firmware’ in the left menu bar.

4, Click on the ‘Browse’ button to locate the firmware file. When done it will appear in
the ‘File path’ field.

Firmware filename : C54APRB2+_FW_V3.02B01T01.GE.20081120
5. Click on 'Apply'.
6. The upgrade will start. Follow the onscreen instructions.

Note: The upgrade process can sometimes take up to 10 minutes to complete. Please
do not interrupt this process, since it might render your C54APRB2+ unusable.

7. When the upgrade process is completed the C54APRB2+ will reboot automatically.
8. A factory reset is needed to make sure the firmware becomes fully functional:

Note: When a factory reset is initiated, all previous settings will be lost. As a result,
the C54APRB2+ will need to be reconfigured afterwards.

Login to the C54APRB2+ as described at point 1.
Click on ‘Tools’ in the top menu bar.

Click on ‘System’ in the left menu bar.

Click on ‘Restore’.

9. The C54APRB2+ is now fully updated and ready to be used. Don’t forget to reconfigure
your C54APRB2+ before use (if needed).
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Conceptronic C54APRB2+ Release Notes
Firmware version V3.02B01T01.GE.20081120

V3.02B01T01.GE.20081120

e Fixed:
SNMP issue.
Traceroute issue.
Restore the WDS settings on the web GUI.

e Modified:
Default NTP server to “0.conceptronic.pool.ntp.org”.

e Added:
tr069 function.

V3.02B01T01.GE.20071015

e Added:
WDS option.

V3.02B01T01.GE.20070626

e Fixed:
Trace route.

V3.02B01T01.GE.20070104

e Fixed:
SNMP issues.

V3.02B01T01.GE.20061012

e Added:
- Parental control.
Ability to block domains and URLs.
Two login options: admin and user. Admin is still able to control every aspect of the
configuration, while “user” can walk through the configuration, but is not able to
change anything.
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V3.01B01T01.GE.20060821

e |nitial release.
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